
 

 

Securaplane 

Our product competencies and services:  

Aircraft security systems | Airborne video cameras | Aircraft batteries | Battery chargers | Inverters | Converters | Wireless integration 
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Batteries 

Chargers 

Inverters 

Converters 

Sealed lead acid batteries 

XL245 series emergency battery systems 
 

 
 
 

Securaplane’s emergency batteries are designed for long life, high 

reliability and convenience. 
 
The XL245 emergency battery system is a direct replacement for Saft Ni-Cad emergency batteries, as 

used on Dassault Falcon aircraft. XL245 series batteries are factory installed on Hawker 800 XP and 

Gulfstream G200 aircraft.  

Featuring field proven “pure lead” sealed lead acid (SLA) batteries, battery level test and built-in 

precision charging system, the XL245 series is the answer for operators demanding long battery life 

and battery maintenance reduction. 

Batteries 

Our “pure lead” SLA batteries provide excellent performance in extreme conditions, can be stored for 

six months and require no scheduled maintenance. 

Battery charger 

Built-in battery charger automatically switches between bulk and temperature-compensated 

constant voltage charge mode and protects the batteries from overheat and overload.  

Battery test 

No need to remove batteries to perform energy level check; battery test function indicates battery 

low or OK.  

Diagnostics 

Continuous built-in test monitors charge/control logic, battery cell voltage and battery heater circuit.  

 

Key features 

 
 Pure lead SLA  batteries 

 Built-in battery charger 

 Built-in battery test 

 Diagnostics and BITE  

 

Key benefits 

 
 No need to remove from aircraft 

for capacity check 

 No deep cycling 

 No memory characteristics 

 Low-cost battery replacement 

 Warranty 

Three years on batteries 

Five years on electronics 

 

Installations 

 
 Hawker 800XP standard 

production 

 Gulfstream G200 standard 

production 

 Dassault Falcon 2000, 900, 900EX, 

50EX, re-engined F20-5 

 Bombardier Global Express 
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Batteries 

Chargers 

Inverters 

Converters 

Sealed lead-acid batteries 

XL245 series emergency battery systems 
Specifications  

 
Specification subject to change. 

Images for illustration only.  

Please contact Securaplane for installation data. 

XL245 models 

Model Part number Replaces J1 connector Mating connector Notes 

XL245-A 100-0540-02 Saft 135687/ 131835 MS3122E14-5S MS3126E14-5P 7.5A breaker 

XL245-B 100-0540-03 Saft 783543 MS3122E14-5SW MS3126E14-5PW 15A breaker 

XL245-C 100-0540-04 Saft 785229 MS3122E14-5SX  MS3126E14-5PX 7.5A and 10A breaker 

XL245-D 100-0540-06 — 8525-10N14B5 SYHL 8525-16R14B5 PYHL 2.5A and 15A breaker 
 

Size 

2.80 x 5.60 x 10.30 inches 

Qualification 

DO-160C 

Weight 

11.7±0.2 lbs 

Mounting 

Four 1/4 inch through holes 

Cooling 

Convection (no forced air) 

 

Input power  

 25-32 VDC (28 VDC Nominal) 

Output power  

 18 to 24VDC 

 5A for 45 minutes  

 4A for 1 hour 

 800mA for 3 hours 

Transportation  

DOT classified non-spillable, non-hazardous for shipping 

 

 


